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• X25 beamline

• GM‐X25 program

• GM‐X25 access mechanism

Outline



X25 : undulator beamline X25ID

Collaborative effort with PXRR (A. Héroux)



X25 Upgrades

Reduced readout noise
Increased dynamic range
Faster Readout
2-3 times increased sensitivity



Monochromatic BPM



Raster Scan / Grid Search



• 6M Pilatus detector (order sent)

• J. Skinner and PXRR, L. Yang and NSLS

• White BPM

• J. Keister (NSLS‐II), J. Smedley (BNL‐Instrum.), 
J. Bohon (CWU), NSLS and PXRR 

• Continue to evaluate refractive 
lenses

• K. Evans‐Lutterodt, B. Sweet, PXRR and NSLS

Future development on X25



• Support X6A users on X25

• Increase productivity

• Small beam (down 20um x 20um)

GM‐X25 program



• 10 different groups

• 22 visits
• 18 visits used X6A‐X25

• 3 visits X25 only, one X29 only

GM‐X25 usage in 2009



• Total beamtime: 12.5 days

• Used one to 27 hours per visit

• 77921 images collected

• 398 datasets

• 525 crystals screened

GM‐X25 usage statistics



• Procedure discussed with the X25/X29 
management team

• 2‐24 hours of X25 beamtime will be 
requested from the X6A website

> 14 days, >4 hours will be made available 
+/‐ 24 hours of selected date

7‐14 days, >4 hours will be made available 
+/‐ 48 hours of selected date

< 7 days, we will try to make >2 hours available

GM‐X25 Access Mechanism



• Busy on X25 with major upgrades in 2010

• GM‐X25 Program usage >doubled in 2009 
compare to 2008

• GM‐X25 beamtime access request will be 
implemented on the X6A website

Summary
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